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Abstract
This thesis provides analysis and modeling for one of the Micro-Eletro-Mechanical System
(MEMS) electrostatic actuator that consists of a micro-plate at the end of a cantilever
beam, and introduces different type of MEMS electrostatic actuator; a paddle structure,
which is a micro-plate suspended by two cantilever beams on each side. An electrode plate
is placed right under the micro-plate to apply an actuation voltage. A step-by-step anal-
ysis explains how to obtain each parameter used for the simulations. Static and dynamic
models are presented with governing equations for the paddle-shaped MEMS electrostatic
actuator. The key findings are that the proposed electrostatic MEMS demodulator archi-
tecture taking advantage of the resonance circuit principle not only theoretically work in
analytical model, and numerical simulations, but also work in real life. For the Amplitude
Modulations (AM) demodulations, simulations with various damping factors are provided,
and experimental data are discussed. By measuring the displacement using the phase de-
tector circuit and vibrometer, as a proof of versatility of the demodulation architecture
based on the MEMS electrostatic actuator, the results from Frequency Modulations (FM),
Amplitude Shift Keying (ASK), and Frequency Shift Keying (FSK) demodulation scheme
experiments that are conducted with the physically identical dimensions and configuration
are provided. The future plan for further analysis and experiment is discussed at the end.
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This thesis presents research focusing on development of a new architecture to demodulate
the front end Radio Frequency (RF) signal. It uses MEMS electrostatic actuators and
interprets the baseband signal as displacement of a parallel-plate electrostatic actuator.
The feasibility of this architecture has been studied for both analog and digital modulation
schemes. The operating principle of the proposed demodulation device is explained and the
analytical modeling and simulation results are presented as well as experimental validation.
Typical RF receivers, Figures 2.3 and 2.4, consist of a front end, a bandpass filter, Low
Noise Amplifier (LNA), a local oscillator (LO), and a mixer that recovers the baseband
signal from the modulated RF signal. In a heterodyne receiver, there are one or more
Intermediate Frequency (IF) stages. In homodyne (direct conversion) receiver, there is no
IF stages. The mixer recovers the baseband signal by mixing a signal, with a frequency
equal to the carrier frequency, fc, produced by a local oscillator with the input RF signal.
Recent developments in Micro-Electro-Mechanical-Systems (MEMS) technology have
shown the benefits of merging mechanical components within electrical circuits. Interest
has thus increased in improving the performance of electrical systems by applying MEMS
technology to replace existing electrical components and subsystems.
1
In the proposed demodulation architecture, the baseband signal is recovered using
a MEMS electrostatic actuator. The architecture exploits the fact that the mechanical
resonance frequency of the MEMS actuator is much lower than carrier frequency of the RF
signal. Further, the frequency of the baseband signal is much lower than the mechanical
resonance frequency of the MEMS actuator. As a result, using the input RF signal to
excite the MEMS actuator electrostatically, it will respond with a displacement that is
linearly proportional to the baseband signal while filtering out the carrier frequency.
MEMS electrostatic actuator, RF modulations schemes both analogy and digital, res-
onant drive circuits, mechanical down-converting signals, MEMS demodulations, displace-
ment detection using a vibrometer and phase detector are dealt with in this thesis.
Two types of parallel-plate electrostatic micro-actuators were considered for modeling,
analysis, and experimental verification. They were used in conjunction with a resonant
drive circuit and a phase detector to demonstrate a fully functional demodulator. The
results were independently verified using a micro-motion vibrometer. Experimental data
support simulation results to show that the realized device is capable of demodulating
input RF signals to extract the baseband signal.
1.1 Motivation
There are clear advantages of using MEMS electrostatic actuator as a demodulator for
down-conversion compare to traditional methods. This section discusses potential benefits
of the proposed MEMS down conversion architecture. Traditionally, a typical receiver
takes a modular form consisting of pre-amplifier, low pass filter, mixer, local oscillator, and
detector. Each stage requires signal conditioning and careful matching for comparability.
Even an ideal mixer, a multiplier, employs nonlinear characteristics of analog circuit. Latest
development in Software Defined Radio (SDR) [1] indicates that high linearity in front-end
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analog circuit is necessary even for the SDR that pride on the reconfigurability. Low power
consumption, good linearity, frequency response accuracy are the desired features[2].
Given similar performance, homodyne down-conversion is superior to heterodyne down-
conversion, since it requires less electronics components, thereby offering advantages in cost,
size, power consumption, and low frequency (1/f) noise. The main perceived advantage of
MEMS down-conversion is the homodyne down-conversion for high carrier frequencies is
realizable under this architecture. In fact, the device will even become more efficient and
more advantageous as the current trend for increased carrier frequency continues.
Currently, 2.4 GHz WiFi receivers require IF stages. The current homodyne-equivalent
technology, requiring no IF stages, is SDR which take advantage of a Digital Signal Pro-
cessing (DSP) Micro-Processor (µP). This technology requires analog to digital conversion
with a sampling frequency at least twice the carrier frequency, (2fc), and typically ten
times that frequency (10fc). However, there are no 24 GHz Analog-to-Digital converters
in the market yet.
The proposed MEMS down conversion architecture requires no IF stages to down con-
vert high frequency signals, in fact its performance will improve as the carrier frequency
moves further down the frequency spectrum away from the MEMS actuator’s mechani-
cal resonance frequency. On the other hand, it does not preclude the implementation of
multiple IF stages in the receiver design should that be required for other purposes, since
homodyne mixers can be compounded to implement a heterodyne mixer.
The key benefit of using MEMS demodulator architecture are: multi-mode reconfigura-
bility. The newly developed architecture takes advantage of MEMS electrostatic actuator
by combining resonant circuit which was developed [3] for controlling the displacement of
a cantilever beam for it to increase the displacement beyond a typical pull-in voltage, and
phase detector for displacement detection.
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1.2 Research Hypothesis and Statement
Research hypothesis and thesis statements are as the following: it is hypothesized that,
when a MEMS electrostatic actuator is excited with a signal consists of mixed frequencies
(transmitted modulated signal) sufficiently apart – a lower frequency (information signal)
below the natural resonance and a higher frequency (carrier signal) at an electrical reso-
nance – the mechanical response of the moving electrode will follow the lower frequency
with magnitude of root-mean-square (RMS) voltage in forms of displacement.
1.3 Contribution
The contributions of this research are:
1. Examined the feasibility of using arbitrary MEMS electrostatic actuators in demod-
ulation device using the proposed MEMS demodulation architecture
2. Developed and realized a fully functional MEMS AM/FM demodulator
3. Developed and validated a MEMS Digital demodulation device
1.4 Thesis outline
This thesis is organized into five chapters. The first chapter outlines research motivations
and hypothesis introducing the idea of demodulation using MEMS electrostatic actuators
including a brief review on existing state of art MEMS demodulators. Chapter 2, re-
views literature dealing with micro-demodulators, mixer-filter, SDR, and mechanical radio
in depth. Chapter 3 analyzes the use of MEMS electrostatic actuators for demodulation.
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Analytical models of the actuators are presented and the operating principle of the demodu-
lators is explained. The terminology and basic definitions used to describe the performance
of MEMS electrostatic demodulators is discussed and their mathematical models have been
developed. MEMS demodulation metrics, such as gain flatness, mechanical damping ratio
impact on the dynamic range, operational bandwidth of the baseband signal, and electrical
quality factor (Q factor) impact on channel selectivity is described. Numerical simulations
results are presented. Chapter 4 presents the results of AM/FM/ASK/FSK demodulation
experimental verification and validation of MEMS demodulator. Chapter 5 summarizes






This section provides a brief overview of RF receiver architectures and demodulation
schemes with a particular reference to the proposed MEMS demodulation architecture.
It also reviews the state-of-the-art in MEMS devices developed or proposed to replace or
supplement traditional demodulators in RF front end.
2.2 Overview of RF Communications Architecture
Since James Clerk Maxwell proved the existence of the invisible electromagnetic wave, in
1887, and Guglielmo Marconi achieved radio communications across the English Channel,
in 1899, wireless transceivers has become an omnipresent commodity. Receivers are used
in the RF communications to resolve the baseband signal (information content) out of an
incoming RF signal. A typical RF receiver consists of an antenna (ANT), a band-pass filter
(BPF), a low noise amplifier (LNA), a local oscillator (LO), and a mixer that recovers the
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baseband signal from a modulated RF signal. The main focus of this project is the mixer
part of the receiver, therefore the front end –antenna, band-pass filter, low noise amplifier–
and packaging of the overall device are not dealt with.
For demodulation, the RF signal is multiplied by the carrier signal to reproduce the
original baseband signal. In a heterodyne receiver there is more than one intermediate
frequency stage between the RF and the baseband signals. In a homodyne receiver, referred
to as a ‘direct convert’ receiver, the input RF signal is directly converted into the baseband
signal [4]. Heterodyne receivers are the most commonly used among wireless transceivers.
Although they have good sensitivity and selectivity, homodyne receivers obviously not only
take up less hardware but also use less power and occupy smaller area, since they uses one
mixer less than heterodyne receivers and a low-pass filter (LPF) instead of a narrow-band,
high-Q, bandpass filter. Before dealing with the receiver architecture in detail, terminology
of modulations schemes are explained in the following section.
2.2.1 Analog Modulation
In analog modulation, the information content of the baseband signal, such as human voices
in electrical form is mixed with a carrier frequency as shown in Figure 2.1 determines the
carrier signal characteristics. For audio content, the baseband frequency ranges from 20
Hz to 20 kHz. The carrier frequency, fc, for amplitude modulation (AM) broadcasting in
the Americas, which belongs to the International Telecommunication Union (ITU) region
2, ranges from 535 kHz to 1605 kHz. Every 10 kHz bandwidth in the frequency spectrum
from 540 kHz to 1600 kHz is assigned for an AM broadcasting channel. The carrier
frequency fc for FM broadcasting ranges from 88 MHz to 108 MHz. The baseband signal
contains the same audio information content for AM and FM modulations. For the AM
communications, the amplitude of the carrier varies in accordance with the baseband signal.
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Figure 2.1: Analog modulation: Input baseband and carrier signals and output amplitude
modulated, frequency modulated, and phase modulated signal samples
A Modulating signal, m(t), is given by
s(t) = Re{g(t)ejωct} (2.1)
a complex envelope g(t) is function of the modulating signal m(t).
g(t) = f [m(t)] (2.2)
The baseband signal is multiplied by AM carrier signal and the envelope of the mixed
output signal follows the baseband signal
f [m(t)] = Ac[1 +m(t)] (2.3)
m(t) = Ame
jωmt (2.4)
The frequency of the output signal varies linearly with the amplitude of the baseband
signal within a pre-defined range around the carrier frequency fc. ωc is 2πfc. Ac is ampli-
tude of the modulated carrier signal. ωm is 2 πfm. One fm at a time is chosen for simulation
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and experiment, but theoretically any frequency below natural frequency of actuator can
be used.
s(t) = ejωct (2.5)
Thus, the mixed FM output signal has a higher frequency when the baseband signal am-
plitude is high and a lower frequency when the amplitude is low. In phase modulation
(PM), the phase of the carrier signal varies in accordance with the input baseband signal.
PM is not explored in this thesis.
2.2.2 Digital Modulation
In digital modulation, the information content of the baseband signal, such as human
voices, is first discretized then used discretely to adjust the carrier signal characteristics.
Digital modulations benefit from higher reliability, higher data rates, and better immunity
to noise than analog modulations. On-off keying (OOK), amplitude shift keying (ASK),
frequency shift keying (FSK), and phase shifting keying (PSK) are typical examples of
common modulation schemes that vary the amplitude and/or phase of a carrier signal in
a discrete manner at a discrete time by mixing a series of binary digits with the carrier
wave. Figure 2.2 shows three different types of digital modulation schemes.
For ASK modulation scheme, when the binary digit is zero, the amplitude of the mod-
ulated signal is small compared to the amplitude of the modulated signal for binary digit
one. Therefore, the discrete state of the amplitude of the RF signal has a direct correspon-
dence with the on-off (one-zero) state of the digital signal. For FSK, when the binary digit
is zero, the frequency of the modulated signal is set to discrete frequency lower than fc.
Conversely, frequency of the modulated signal is set to a discrete frequency higher than
fc for binary digit one. The ‘high’ and ‘low’ frequency states, therefore, correspond to the






frequency -shift keying (FSK)
phase-shift keying (PSK)
digital modulations
Figure 2.2: Digital modulations illustration for ASK, FSK, and PSK
those of the carrier signal for binary digit zero but the modulated signal is out of phase,
showing a 180◦ shift with respect to the carrier signal, when the binary digit turns to one.
More advanced types of digital modulations include binary phase shift keying (BPSK)
with one bit, quadrature phase shift keying (QPSK) with four discrete states or two bits for
the shift phase, quadrature amplitude modulation (QAM) with both discrete amplitude and
phase combinations, Gaussian minimum shift keying (GMSK) with spectral efficiency and
resilience to noise, and orthogonal frequency-division multiplexing (OFDM) with multiple
channels operating in the vicinity of one another without interfering with each others signal
integrity. Further details of how each modulation scheme works can be found in the many
text books on digital communications.[5] This thesis explores simple digital demodulations
first. Thus verification of using MEMS demodulator for the more advanced types of digital
modulation scheme is out of scope of this thesis.
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2.3 Receivers
Figure 2.3: The block diagram of a heterodyne receiver
The heterodyne receiver shown in Figure 2.3 converts input signal to an intermediate
frequency and then to the baseband signal. The word, hetero, originates from the fact that
the receiver takes more than one stage to down convert the RF frequency to the baseband
frequency. The IF signal is amplified before further down-converting to the baseband
signal. This process provides flexibility in changing the receiver frequency since the rest of
the RF receiver components stay the same, except for the frequency of the local oscillator
at the intermediate mixer stage.
A known complication in mixing is the appearance of an image frequency. When the
received RF or IF signals are mixed, the multiplication of the RF or IF signal at (fb + f)
with the local oscillator signal at f produces two components in the frequency spectrum at
the sum and the difference of those frequencies, namely fb and (fb + 2f). Of the resulting
two frequencies, the component with a frequency further away from the baseband signal
is not desired (f1 + 2f). Thus, an additional filter is needed to reject the unwanted image
frequency.
A homodyne receiver is illustrated in Figure 2.4. This receiver is also called a direct
convert receiver because it converts the input signal directly into the baseband signal with
no intermediate frequency stage [4]. There are definite advantages associated with having
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Figure 2.4: The block diagram of a direct conversion homodyne receiver
less hardware, such as cost and size reduction on the overall receiver. Moreover, there is
one less mixer than in a heterodyne receiver. Further, a homodyne receiver uses low pass
filtering instead of high-Q, narrow bandpass filtering.
Figure 2.5: A block diagram for a direct conversion homodyne receiver employing a MEMS
demodulator
This research effort seeks to replace the discrete electrical components constituting
the mixer and local oscillator in a homodyne receiver with a MEMS-based demodulator.
Figure 2.5 shows a block diagram of the modified homodyne receiver where a MEMS
demodulator has been used to replace the mixer-oscillator stage. While, in essence, it is
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possible to replace mixer-filter combinations in heterodyne receivers with similar MEMS
demodulators, we restrict our interest to homodyne receivers since it proves the concept
for both classes of receivers. Further, as noted above MEMS demodulators constitute a
unique enabling technology to implement direct conversion homodyne receivers for high
frequency RF signals.
2.4 RF MEMS and MEMS Mixer
MEMS was developed based on the infrastructure of silicon fabrication technology. It is
capable of integrating multiple functions in RF communication circuits. The main advan-
tage of MEMS is that they integrate moving parts with Integrated Circuits (ICs). MEMS
inductors and capacitors are smaller than their equivalent off-chip passive components.
MEMS filters and phase shifters are known for their low loss high-Q characteristics com-
pared to their IC equivalents. MEMS switches have relatively low insertion loss and high
off state isolation compared to solid-state switches. Over a broad frequency range, MEMS
components have better linearity compared to their solid-states counterparts. Tunability,
reconfigurability, and low power consumption are other advantages of MEMS.
Indeed, many receiver stage components have been replaced with MEMS parts in the
last decade. Figure 2.6 identifies components that were targeted in 1999 [6] as replaceable
with the MEMS components. Currently, state-of-the-art efforts are target improvement of
individual components especially realization of high-Q filters for selectivity. There has been
continuous development in the past ten years towards portable wireless communication
devices and micro mechanical radio driving efforts to realize MEMS switches, varactors,
inductors, micro-machined transmission lines, resonators, thin film bulk acoustic resonators
(FBARs), filters, antennas, etc... Many of these components and systems are designed to
be tunable.
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Figure 2.6: Proposed MEMS replacements for wireless transceiver components[6]
Table 2.1 presents a list of RF elements and systems for the receiver stage that are
implemented with IC and MEMS technologies. Still, integrating each component in one
chip is challenging [6] [14][9][15]. There has been miniaturization effort combining stages of
transceiver architecture. For example, Wong and Nguyen’s ‘mixler’ is a combined mixer-
filter that serves as ab RF-to-IF voltage transfer function employing two bridge-like fixed-
fixed beam micro mechanical resonators coupled by a non-conductive beam [13]. This
design was further enhanced by Koskenvuori and Tittonen [12] who introduced paramet-
ric amplification by driving the mixer at twice its natural frequency, thus improving the
conversion efficiency.
2.4.1 MEMS Mixers
In this subsection, existing RF MEMS mixers and their operational principles are discussed.
Mixing two signals can be done intrinsically and extrinsically. Brown[16] has identified
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Table 2.1: Typical wireless front-end components replaced with IC/MEMS
Stage Typical Component IC/MEMS
Antenna Physically large antenna Micro machined antenna [7]
Switches Electromechanical, solid state, field RF MEMS switches [8][9]
effect transistors (FET), diodes




Gallium arsenide (GaAs) FET [11]
Mixer Diodes or transistors MEMS mixer [12]
LO Quartz crystal oscillators, MEMS resonator [13]
LC/RC oscillators, and
Voltage-controlled oscillators (VCO)
three classes of RF MEMS depending on the relationship between the function of the
MEMS structure and its location with respect to the RF circuit:
- extrinsic: if the structure is located outside an RF circuit controlling other devices,
- intrinsic: if the structure is located inside the RF circuit but decoupled from its
actuation signal, and
- reactive: if the structure is inside the RF circuit and coupled to the actuation [8].
Adopting this terminology, we classify MEMS mixers depending on the entry location of
the primary signal, fprimary, in relation to the secondary signal, fsecondary. Throughout this
thesis, where two distinguished frequencies – for example, an RF information signal along
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the carrier frequency, f1, and a local oscillator frequency, f2 – enter the MEMS mixer via
two mechanically separate input ports it is defined as an extrinsic mixer. Where all input
signals enter the MEMS mixer via one input port, it is termed an intrinsic mixer. The
word ‘mixer’ is loosely used interchangeably with “mixer-filter”. If the MEMS structure,
often a resonator, is capable of selecting a specific range of frequencies, the word “filter”
is added [17]. Further we distinguish two main types of MEMS mixers: electrostatically
actuated electro-mechanical mixers and thermally actuated electro-thermal mixers.
Electro-mechanical Mixing
The structure and operation of an electro-mechanical mixer is illustrated in Figure 2.7.
The mixer-filter of Wong and Nguyen is made of two identical resonators, depicted in blue,
connected by a highly resistive coupling beam, depicted in yellow. The size of the each
resonator is 18.8 × 8 × 2.1µm. The resonators vibrate up and down in the z-direction
when the carrier signal is applied to the RF input electrode, depicted in red, and the
local oscillator signal is applied via the anchors at both ends of the input resonator. The
reported resonance frequency is ω◦ = 37 MHz which is equal to the desired intermediate
frequency, ωIF . This mixer-filter requires a 200 MHz local oscillator input. The reported
capacitor gap between the resonator and the input/output electrodes is 32.5 nm. The ratio
of the beams thickness to the air gap is 65:1, which ensures a very high electro-mechanical
coupling coefficient. The air gap was reduced to one-third of that reported in a previous
work [18] in order to improve electro-mechanical coupling.
The RF mixing principle is based on electrostatic actuation. The electrostatic force
exerted on the beam pulls the resonator toward the bottom electrodes. The RF signal
applied to the centre electrode ranges from 233 MHz to 242 MHz. It is mixed with the LO
signal. The output of the two mixed signals is in the range of 33 MHz and 42 MHz, and
peaks at 37 MHz, which is the desired intermediate frequency. Frequency tuning is enabled
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Figure 2.7: Schematic diagram of 200 MHz to 37 MHz down-converting MEMS mixer-filter
[19]
by two electrodes on the both sides of the bottom centre electrode as shown in Figure 2.7.
The DC bias annealing electrode is required for the output resonator to transducer the
resonator motion into the output IF signal. The reported conversion loss and insertion loss
are 13 dB. The through measurement is -72 dBm, and the mixer output is 85 dBm while
the noise floor is -100 dBm. The key features to note are the resonator dimensions, which
are designed to obtain the output frequency of the mixer-filter. The output frequency is
the IF centre frequency in the case of a heterodyne receiver, and the baseband frequency
in the case of a homodyne receiver. The RF frequency is fed via electrode, and the local
oscillator frequency via the anchors. The device features two input sources. The output
signal is sensed by the down-converted filtered IF output electrode. The fabrication process
is rather complex. It leaves etch-byproduct residues on the poly-silicon (poly-Si) electrode,
which is only 40 nm away from the structural poly-Si. The non-conductive capacitive
coupling beam requires a quick thermal-annealing process. This mixer-filter is termed here
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as an extrinsic mixer since it requires two separate input signal ports.
Micro-Electro-Mechanical Parametric Mixing
Frequency conversion performance has been improved by Koskenvuori and Tittonen. Fig-
ure 2.8 is a 3-D reconstruction of a scanning electron microscopic (SEM) image of their
mixer-filter [1, 17-20]. It takes advantage of parametric resonance of two double-ended
tuning forks (DETFs) depicted in blue in the Figure 2.8. The RF input, the LO input,
and the IF output electrodes are depicted in red blocks. The mechanical coupling beam,
depicted in yellow, similar to that in previous work by Wong and Nguyen [19], isolates the
IF output from the RF input. It is worth noting that the local oscillator signal is directly
applied to the input DETF structure transversely via a 170 nm coupling gap.
Figure 2.8: Schematic diagram of DETF type MEMS Mixer[19]
The input carrier frequency, fc , is 500 MHz, resonance frequency, f◦ (=fres=fIF ) is
1.338 MHz, and the local oscillator inputs fLOs are 10 MHz ,100 MHz, and 390 MHz.
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Koskenvuori and Tittonen’s 2008 work reports conversion performance improvement by
reducing the coupling gap from 170 nm to 100 nm. They presented the above structure in
four different papers submitted in early 2007 [20][12][21][22]. Overtone excitations of the
micro resonator is conducted for nonlinearities test. The excitation takes local oscillator
frequencies of 10 MHz, 100 MHz, 390 MHz and mixes them with the resonant frequency
of 1.338 MHz resulting in RF frequencies of 11.338 MHz, 101.338 MHz, and 391.339 MHz
respectively. The ratios of the voltage output to the voltage input were compared in terms
of conversion loss, which is one of design criteria for the MEMS demodulator described in
the next chapter. GHz-range FSK-reception with MEMS resonators [20] presents a down-
conversion method which was tested with carrier frequencies of 0.5 GHz and 1.5 GHz. The
side band is specifically chosen to match the difference between the carrier frequency. A
sideband is that is close to the resonator’s first eigenfrequency is chosen to be first sideband
and another sideband which is further away from the carrier frequency is chosen to be the
second sideband which takes the second eigenfrequency of the same resonator. Such a mixer
requires no local oscillator. This group’s latest paper [22] presents results from exciting the
device at twice the resonance, 2 ω0; thus they introduced the term, parametric resonance
or parametric amplification. The spring constant term, k, includes modulated amplitude
of the spring constant excited at the 2 ω0. For example, when the RF electrode is coupled
to 0.5 GHz input, the output, the IF electrode, reads 1 MHz.
Micro-Electro-Thermal Mixing
Micro-electro-thermal mixing is another method of signal mixing. Figure 2.9 illustrates a
Poly-Si dome shape resonator employed by Reichenbach et al. [23] to implement a mixer.
The advantage of electro-thermal actuation over electrostatic actuation is that it does not
require the fabrication of nanometer capacitive gap. The diameter of the dome is about
30 µm. When RF signal is applied to a gold thin-film resistor with 250 mV DC bias,
19
the Joule heating causes the out-of-plane deflection. When the AC current through the
micro heater matches the resonator frequency, the heat is modulated and dissipated at the
compatible rate as the mechanical resonance since the resonator has smaller thermal mass
and thus a smaller time constant. The quality factor, Q, varies between 3000 and 10000
in vacuum but in the air it is about 100. The resonance frequency, fres is 12.7 MHz which
is purposely matched to the mechanical resonance.
Figure 2.9: Thermal MEMS mixer-filter [23]
The local oscillator frequency is set at 60 MHz. The input to the resonator is the
sum of the chosen carrier frequency, fc at 72.7 MHz and the ∆f and 2∆f, where ∆f is
swept from 20 kHz to 500 kHz. This configuration takes advantage of two tones offset
from the carrier frequency for the test signals. The key is that the gold resistor acts as the
frequency translator and the coupled resonator works as a post mixing filtering. This type
of configuration is an example of intrinsic mixing.
One 70 µm by 3 µm gold strip on the resonator serves as a micro heater and another
identical size strip acts as a piezoresistor implanted in the resonator [24]. It is an im-
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Figure 2.10: MEMS oscillator with integrated resistive transduction [24]
provement from their previous work. The membrane deflection causes strain on the doped
silicon strip. The change of the resistance is proportional to the corresponding stain. For
the same -20 dBm drive, the inband insertion loss is improved from -65 dB to -35 dB when
the resonator is coupled to an operational amplifier.
Figure 2.11 shows the most recent work on MEMS thermal mixer that takes advantage
of thermal expansion property of a bimorph resonator [25]. Aluminum strip deposited on
the Silicon Carbide in a cantilever beam structure shows the maximum vibration amplitude
of 62 nm at resonance of 944.49 kHz when two frequencies of f1 at 1200 kHz and f2 at
255 kHz are applied to the two independent aluminum electrodes on top of the silicon-
carbide cantilever beam. The f1 is fixed and f2 is swept to find the resonance frequency by
varying the difference between the two signals in 10 kHz interval. Figure 2.11 a graphical
interpretation show the 50 µm long cantilever beam thermal actuator of Mastropaolo et
al. Another case of 200 µm long cantilever beam has lower resonance of 89.37 kHz for the
similar testing setup. The work reported that there was no more vibration beyond the
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Figure 2.11: Extrinsic electro-thermo-mechanical mixing of two AC voltages [25]
mechanical resonance of the structure.
2.5 Displacement detection
The RF demodulator implemented with MEMS devices exhibits promising performance
characteristics such as low power consumption and low noise level. However, in order to
physically extract the baseband signal from the modulated RF signal, we need a way to
measure the displacement of a MEMS device, which can be any of a cantilever beam, a can-
tilever beam with attached plate, a fixed-fixed microbeam or even a tethered microplate.
Currently, there are three popular displacement sensing methods for MEMS applications:
capacitive sensing, piezoresistive sensing and piezoelectric sensing. Each sensing mecha-
nism can be built and implemented on a bulk silicon substrate.
The obvious challenge is in the method of sensing displacement effectively while mini-
mizing the added footprint[20],[12],[21],[22]. Work of [19] measures the signal by capacitive
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coupling, and work of [24] integrates piezoresistive sensing method, [23] and [25] use optical
methods such as a probe station and a vibrometer. Optical sensing is not a favorable as
other methods especially for a portable device such as a low-power wireless communica-
tions system. It is widely used for feasibility studies. At the end of a product design,
integrated displacement sensing is essential for marketability. The criteria for choosing
the most suitable displacement sensing method are as followings: compatibility and easi-
ness of fabrication: maximum sensitivity for small change: dynamic range of displacement
measurement, and minimum impact on the existing structure. First, differential capacitive
sensing [26] measures the motion of a central movable plate against fixed plates. It requires
low actuation driven by voltage driving circuitry to sense high speed charge and discharge
the measurement cells. The reported strain sensitivity [27] is 5 mV/µε, and the device is
vulnerable to sticking phenomenon. Second, piezoelectric sensing [28][27][29] measures the
voltage change caused by the change in displacement its strain sensitivity is 5 V/µε. The
piezoelectric sensing method requires no external circuitry to drive when there is no in-
coming signal. Its disadvantage is that, at steady-state, when there is no more movement,
an absolute displacement is not detectable. Random polarization requires exposure to a
strong electric field at an elevated temperature, which may damage the existing structure.
Third, piezo resistive sensing [30][29] measures the change of resistance that is proportional
to the change of displacement by measuring current. It drifts with temperature, requires
external driving circuitry, and consumes power when there is no incoming RF signal. There
are advantages to piezoresistive sensing. The strain sensitivity is 0.1 mV/µε, and is lin-
early proportional to the change in the strain in the elastic region. It is easy to deposit
piezoresistive material on bulk silicon, for example, a typical gauge factor for Poly-silicon
is -30 to 30.
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2.6 Summary
In this chapter, literature survey presented the past trend and current state of art MEMS
demodulators and defined electrostatic actuation and thermal actuation intrinsic and ex-
trinsic mixers working as demodulator (frequency stepping down). The resonators play
an important role in frequency conversion. Most of the cases, it starts from the known
mechanical resonance of the structure and move backward on applying appropriate input
frequency to determine the performance of the mixer-filters. If the mechanical resonance
was initially unknown as in the case of [25], the primary input frequency is swept to find
the peak which shows the strongest signal strength. The displacement is assumed to be
one-third of the published air gap [20][12][21][22][19] unless they are spelled out [25][24].
The conversion loss in dB is used loosely across literatures. The reported values mean
slightly different thing in each literature. For example, 13 dB in [19] includes both con-
version and insertion loss whereas the 70 dB in [21] is for conversion loss only. The huge
difference in the conversion loss depends on the coupling and efficiency [12]. Since the
micro-electro-thermal mixers are not a full mixer-filter circuit integrated systems, the dis-
placement is optically measured. Thus the conversion loss is calculated based on ratio of
the output power and input power graph for [23], and the ratio of the maximum vibration
amplitude over the minimum detected vibration for [25].
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Chapter 3
Modeling and Simulation of MEMS
Demodulators
3.1 Modeling of Demodulators
As per the proposed architecture, a MEMS demodulator is composed of an electrostatic
MEMS actuator driven by a resonant drive circuit and detected by a phase-detector. Two
types of electrostatic actuators are considered in this work:
- a paddle actuator made of a parallel-plate capacitor supported on either side by a
micro beam and
- a plate actuator made of a parallel-plate capacitor supported by a cantilever micro
beam.
Both actuators were developed for an unrelated research effort [31]. They are used to
realize the MEMS demodulator to demonstrate the proposed demodulator independence
of the specific characteristics of the MEMS actuator.
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Figure 3.1: Resonance circuit for AM demodulation
Figure 3.2: Resonance circuit for FM demodulation
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The resonant drive circuit shown in Figure 3.1 is made by connecting a commercial
discrete inductor, L, in series with the electrostatic MEMS actuator, acting as a variable
capacitor, Cm, where the subscript m indicates a moving part. The capacitance of the
MEMS actuator depends on the displacement of the micro-plate when the actuation volt-
age is applied. Parasitic resistance R appears also in series with the inductor and the
capacitor. Parasitic capacitance, Cp, appears also in the MEMS actuator and is parallel to
the actuator, the variable capacitor. Since the capacitance is predetermined by the size of
the micro-plate and capacitor gap of the fabricated actuator, the inductor, L, is the only
option we can use to set the electrical resonance frequency, ωe, to be equal to the carrier
frequency, ωc, in the proposed MEMS demodulator. The electrical resonance frequency is
measured experimentally by sweeping the frequency of the input (RF) signal to the reso-
nant drive circuit at a constant amplitude, while monitoring the oscilloscope to record the
maximum amplification of the output (actuation) voltage.
In AM demodulation, Figure 3.1, the carrier frequency of the RF signal ωc is set equal
to the natural frequency of the resonant drive circuit ω◦ when the actuator is at rest. FM
demodulation adopts a similar principle to that of AM demodulation, Figure 3.2 using
the same electrostatic actuator. The only difference is that the carrier frequency ωc is
allowed to vary around the electrical resonance frequency ω◦ within a range called the
peak frequency deviation ω∆, such that: |ωc − ω◦| ≤ ω∆.
3.2 Micro-Actuator Type I: The Paddle Actuator
This section addresses the use of a paddle actuator as a demodulator. The paddle actuator
is made of a micro-plate suspended by one cantilever beam on each side. The rigid plate
which is suspended equidistant from the two fixed-ends is actuated by an electrostatic
force that has been applied via a voltage difference between the plate and a fixed electrode
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underneath. The suspended micro-plate is shown in Figure 3.3. Our MEMS demodulation
architecture takes advantage of the micro-plate’s vertical displacement and assumes that
the plate remains parallel to the fixed electrode(substrate) throughout motion. We assume
that the anchored ends of the beams are fixed-ends. We also assume that the ends attached
to the plate is guided-ends for boundary condition since the plate appears to move freely
along the vertical axis. Since the geometry of the micro-structure is symmetrical, we can
consider one-half of the structure only. The boundary condition of the fixed-end prevents
the beam from translation and rotation, while the guided-end boundary condition just
prevents its rotation. In the subsections, static analysis is carried out to figure out the
pull-in voltage and range of useful displacement to avoid pull-in instability region; and
dynamic analysis is carried out to determine the behaviour of the electrostatic actuator:
such as how damping coefficient and and inertia would affect the actuator.[32]
Based on the Euler-Bernoulli beam theory, the beam displacement towards the bottom





where E is Young’s Modulus and I is the second moment of area. For the rectangular





where h is the thickness of the beam and b is the width of the beam. q(x) is the distributed
transverse load applied to the beam. Since the support beams are free of transverse loads
(q(x) = 0), we can write:
w(x) = C1x
3 + C2x
2 + C3x+ C4. (3.3)
Third order polynomial is selected to characterize the deflection profile of w(x) since the
third derivative of w(x) is proportional to the internal shear V (x). The first derivative of
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Figure 3.3: The initial and final positions of the paddle actuator subject to a uniform
electrostatic force applied to the bottom of the micro plate
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2 + 2C3x+ C3. (3.4)
where the prime denotes a derivative with respect to the axial position x. The second
derivative of w(x) is proportional to the internal moment M(x) in the beam:




Although constant value, EI, is typically included in the M(x) term, EI is carried on to








The static deflection problem of the beam can be formulated as deflection under half
of the total electrostatic force applied as a point load at x = L. We let the left end of
the micro actuator act as the origin of x-axis. Since displacement and slope vanish at the
fixed-end, we write the boundary conditions there as follows:
w(0) = 0 =⇒ C4 = 0 (3.7)
and
w′(0) = 0 =⇒ C3 = 0. (3.8)
The right end of the beam (x = L) is a guided-end, where the slope vanishes, therefore we
can write
w′(L) = 3C1L
2 + 2C2L = 0 (3.9)
The shear force at the guided-end is equal to half of the total force acting on the micro-plate
F . Using Equation 3.6, at x = L, we can calculated C1















Substituting in Equation 3.3, we obtain the static deflection of the micro actuator in
closed-form






The displacement, d, of the micro-plate is equal to the displacement of the micro beam
at the guided-end where (x = L)




Thus, the force-displacement relationship between forces applied to the micro plate and its





=⇒ k = 24EI
L3
(3.14)
where k is the lumped stiffness of the micro actuator.
3.2.1 Static Analysis
Static analysis determines the unstable pull-in region. Thus it allows designer to find out
reasonable actuation voltage that is safe for the electrostatic actuator to operate without
damaging the actuator. In the presence of a voltage drop V between the micro plate and










Figure 3.4: Stable and unstable equilibrium positions of the paddle actuator in normalized
unitless dimension
This Equation 3.15 is derived from (Q = V C) where Q is charge, V is voltage, and C is





where A is the surface area of the micro-plate, g◦ is the initial gap between the electrode
and micro-plate, and ε◦ is the permittivity of the air. To evaluate the static equilibrium of
the micro plate under this force, we note that at equilibrium the restoring force (kd) and










Solving Equation 3.17 numerically, we obtain the equilibrium positions (fixed points) of
the micro plate for a five voltage value V .
Figure 3.4 shows the relationship between the displacement of the paddle actuator,
normalized with respect to the initial capacitor gap g◦, and the applied voltage, normalized
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Figure 3.5: Normalized (unitless) displacement Z as a function of applied voltage, V for
the paddle actuator
with respect to the pull-in voltage. For each voltage value there are three equilibrium
position, a small stable equilibrium, shown as a solid line, a large unstable equilibrium,
shown as a dot, and an un-physical equilibrium position larger than the capacitor gap, not
shown. Near an unstable equilibrium, a small disturbance causes the micro actuator to
move away from the balanced equilibrium, but near to a stable equilibrium and under a
similar perturbation the micro actuator comes back to its balanced equilibrium state.
The stable and unstable branches of equilibrium positions meet at the pull-in voltage.
The micro actuator snaps down to the fixed electrode for voltages larger then the pull-in
voltage. We found the pull-in voltage of the micro actuator corresponds to a displacement
equal to one third of the capacitor gap g◦ as expected for a rigid parallel-plate electrostatic
actuator.
The displacement-voltage curve for the micro actuator under study is shown in Figure
3.5. The actuator parameters are listed in Table 3.1. It shows that the pull-in voltage of
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the paddle actuator is approximately 7.4 Volts. The displacement is still in the normalized
form. For the experimentally measured initial capacitor gap of g◦ = 1.75µm, the maximum
stable displacement as indicated by the figure corresponds to 0.61µm. Unlike applications
such as MEMS switches that require actuation over the full-range of the initial gap, avoid-
ing pull-in is essential for the operation of the MEMS demodulator. Further, the RMS
voltage applied to the paddle actuator should be limited up to 3 V since the demodulator
proper operation is predicated on the availability of an actuator operation range where
displacement corresponds linearly to the baseband signal according to the graph in Figure
3.5.
3.2.2 Dynamic Analysis
The equation of motion of each of the micro beams supporting the paddle actuator can be

























The mass per unit length for the beams mb is
mb = ρbh, (3.19)
where ρ is the volumetric density of silicon. The damping coefficient is in general made of
two components
c = cv + cs, (3.20)
viscous damping cv and squeeze film damping cs. In micro structures, squeeze film damping
has greater effect on the overall dynamic behavior of the micro system. For simplicity, we
use a general viscous damping coefficient c that approximates both effects around a known
static equilibrium position.
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The first term on the right side of Equation 3.18 represents membrane stiffness the
second term represents mid-plane stretching of the beam, and the last term is the transverse
distributed load. In static analysis, all time derivative terms on the left hand side of the
equation are disregarded; thus, only the first term remains. A simplified form of this
general beam Equation 3.18 reduces to the lumped-mass model shown in Equation 3.1.
Similarly, we can reduce Equation 3.18 to the lumped spring-mass-damper model of
the paddle micro actuator expressed as follows:












and the overdot denotes a time derivative. The effective mass me of the paddle actuator
is calculated from:
me = mp + 0.75mbL, (3.23)
where mp is the micro plate mass and the effective mass of a beam vibrating in the first
flexural mode is 0.375 of its total mass. Dividing Equation 3.21 by the effective mass me,
we obtain the canonical form of the lumped system equation of motion







is the natural frequency of the paddle actuator and the damping ratio ζ is related to the
damping coefficient c by




In multi-physics analysis, damping is usually expressed in terms of the quality factor Q.



















where the capacitance across the moving plate, Cm, varies as z varies.
Analyzing the overall dynamic behavior of the MEMS demodulator require coupling
the mechanical response of the paddle actuator, analyzed above, to the electrical actuation
voltage supplied by the resonant drive circuit. The drive circuit consists of a resistor R,







The capacitance of the resonant drive circuit is the sum of the capacitances of the micro
plate Cm and the parasitic capacitance Cp of the actuator
C = Cm + Cp (3.30)





r, which typically ranges from 10 to 1000. The initial capacitance, C◦, depends on the






where the surface area of the micro plate A is the product of its length Lp and width bp
A = Lpbp. (3.33)
























The natural frequency of the resonant drive circuit when the actuator is at rest ω◦ can be




L C◦ (r + 1)
(3.37)
Once the quality factor of the resonant drive circuit Qf is measured experimentally, the




R2 C◦ (r + 1)
(3.38)
Figure 3.6 shows a Simulink model corresponding to Equation 3.21, the equation of
motion for the paddle actuator. Table 3.1 lists the dimensions and material properties of
the paddle structure used to obtain the numerical results of lumped-mass and the Simulink
models. The numerical values are actual dimensions of a micro-plate under the test as per
design specification for fabrication developed for mass sensor [31]. However, the initial gap,
g◦, is obtained by experiment.
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Figure 3.6: Simulink model used to numerically simulate the paddle actuator
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where the input voltage across the capacitor, V , to the actuator depends on the charge,
q, and displacement, z. Detailed derivation of the equation is omitted in this section, but
essentially, the Equation 3.40 is elaborated form of V = Q/C. The final equation placed
in the function box for voltage across the parallel plate in simulation is expressed as:
V (q, z) =
q(1− z)
C◦(r(r − x) + 1)
, (3.40)
In simulations, we set the damping of the actuator to critical damping ζ = 1 to minimize
the actuator settling time. We also set the damping ratio to values similar to those of
practical actuators, ζ = 0.01 and ζ = 0.001, in order to observe the effect of damping on
the quality of the output baseband signal.
Several paddle actuators with various features in their design, we switched namely
initial capacitor gap, support beam length, and paddle area. It is worth noting that the
natural frequency of the actuator depends on its effective mass and stiffness. The dominant
parameter controlling the stiffness of the paddle actuator is the beam length L because
it appears as L3 in the denominator of the stiffness, Equation 3.14. Although the beam
thickness h also appears as h3 in the numerator of the stiffness equation, realistically the
beam thickness can not be changed. The standard MEMS fabrication process used to
produce the actuator, polyMUMPs [33], limits the deposition thickness of the structural
polysilicon layer to either 2µm or 1.5µm. In this case, structural polysilicon layer Poly1
was used to fabricate the actuators and their thickness was set to h = 1.5µm.
Up to this point, our analysis adopted the design parameters of the paddle actuator.
The design value of the initial gap is g◦ = 1.75µm, however experimental measurements
on paddle actuator prototype shown in Figure 3.7. The initial gap, g◦ is 1.14µm. Thus
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Table 3.1: Dimensions and properties of the fabricated paddle actuator
Symbol Definition Value for Paddle Actuator # 12
E Young’s Modulus 160 GPa
ε◦ Permittivity 8.854 × 10−12 F/m
ρ Density 2330 kg/m3
g◦ Initial gap ∗∗ 1.14 µm
L Beam length 100 µm
b Beam thickness/width 10 µm
h Beam height 1.5 µm
mb Beam mass 6.99× 10−12
Lp Plate length 100 µm
bp Plate thickness/width) 100 µm
hp Plate height 1.5 µm
mp Plate mass 3.495× 10−11
me Total effective mass 3.757× 10−11
K Stiffness 10.8 N/m
A Area of parallel plate 1× 10−8 m2
c Damping coefficient 4.028× 10−5
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Table 3.2: Electrical parameters for micro-fabricated paddle structure
Symbols Definitions Values for Paddle Actuator # 12
Vpi Pull-in voltage 7.3 V
R Resistance 50 Ω
L Inductance 6.8 mH
C◦ Initial capacitance 77.7 fF
Cp Parasitic capacitance 7.77 pF
r Cp/C◦ ∗ ∗ 100
Ccap Total capacitance 7.85 pF
 
Figure 3.7: Wire-bonded paddle actuator
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Table 3.3: Beam characteristics summary
Paddle Actuator Type A B C D
Beam Length (µm) 100 100 150 150
Natural Frequency (kHz) 102.038 102.038 54.8624 54.8624
Stiffness k(N) 15.12 15.12 4.48 4.48
Effective Mass Me (g) 3.68×10−11 3.68×10−11 3.77× 10−11 3.77× 10−11
Initial gap g◦ (µm) 0.75 2.75 0.75 2.75
Pull-in Voltage Vpi (Volts) 4.7 32.5 2.6 17.7
for the following simulations, this gap value will be adopted in order to closely predict the
real actuator response. Figure 3.7 shows enlarged picture of the paddle actuator used for
experiment on the left and the rest of the paddle actuators with various beam lengths on
the right. Finding the actual values of the initial gap for these actuators involved a process
of parametrization: an iterative process where experimental measurements were plugged
into the model presented above and compared to other experimental measurements until
they were matched. Parameters marked by two asterisks ∗∗ in Table 3.2 indicate values
are measured experimentally via a process of parametrization.
Four different types of the double beam paddle actuators similar to the ones in right side
of Figure 3.7 were available for demodulation experiments. They have identical dimensions
except for the support beam length and initial gap. The paddle actuators beam length,
effective stiffness, effective mass, initial capacitor gap, and pull-in voltage are listed in
table 3.3. Double beam paddle actuator in Table 3.3 were to give a clear idead about the
corelation between the pull-in voltage and initial gap as well as the beam length. Large
initial gap requires higher voltage for actuation. The longer the beam length, the less
voltage is required for pull-in to occur. Based on the prefabricated dimensions, type D is
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the most ideal case for demodulator experiment. The electrostatic actuator is operated in
the range of voltage that is less than half of the pull-in voltage to stay in the linear-like
region.
3.3 Micro-Actuator Type II: Plate Actuator
This section will not show all the details of static and dynamic analysis. It will briefly cover
modeling electrostatic actuator type II, a plate at the end of a cantilever beam actuator.
Recent work of Towfighian [34] on a large-stroke electrostatic micro-actuator describes the
cantilever beam model development using Galerkin’s method. Since the full dynamic stroke
range of operation is not required for the purpose of MEMS demodulation, snap shot of
numerical sets of values for all the parameters required for a specific actuation voltage is
used. A closed-form expression for the static detection developed by Khater et al. [35] as
the following:
M11z̈1 +D11ż1 +K11z1 = J1 +R1(VDC + VAC(t))
2H(z1). (3.41)
Coefficients for Mass is demoted as M , damping D, stiffness K, and subscription 11 denotes
first mode. J1 is a constant numerated based on static displacement of a specific point
along the length the beam, R1 is a coefficient attached to time-varying input voltage, and
H is function of z1 which is displacement toward bottom electrode. The purpose of quoting
Equation 3.41 is because this lumped model takes similar pattern as Equation 3.21. This
enables the numerical calculations for static analysis which determines characteristic of
the pull-in phenomenon. Choosing one operational voltage and determining the coefficient
corresponding to the specific voltage simplifies the computation of the numerical simulation
model. The same numerical parallel plate model can be reused for micro-actuator type II
by plugging in the values for the coefficients.
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3.4 Numerical Simulations
In this section numerical simulations for type I actuators are carried out for analog demod-
ulations and digital demodulations.
3.4.1 Simulation of AM Demodulation
The period, T , at the electrical resonance is 1/219 kHz, which is 4.566 µs. For a smooth
curve, 20 points per period is required. Thus, the step size is set to 0.23 µs. Figure 3.8 is
a screen capture of simulations. The baseband signal consists of two sinusoidal signals:
S1 = 1.0 sin(2π1000t) + 1.1
S2 = 0.5 sin(2π500t) + 0.51.
(3.42)
All the values are arbitrarily chosen for the demonstration purpose. However, the ampli-
tude and frequency are varied to show two tones. The DC values are added to prevent
zero crossing by adding extra off-set. ODE3 Bogacki-Shampine is used to compute the
integrations.[36] There are many ways of choosing a solver. A proper solver helps meeting
target accuracy. A fixed-step solvers step size remains constant, and a variable-step solvers
step size varies depending on the dynamics of the system: rapid changes require smaller
steps to achieve accuracy while slow changes require smaller steps to model the system. In
our case, a fixed-step is used to explore the dynamics of the system. The baseband signal is
mixed with a high frequency carrier signal. Since the final application is for demodulation,
a fixed-step solver is chosen to carry out a real-time computation. Discussing how the
Bogacki-Shampine method works is not part of this report. There are five ordinary dif-
ferential equation (ODE) solvers in Simulink numerical solver: ODE1 is the least complex
integration method and ODE5 is the most complex integration method. ODE3 is recom-
mended as a starting point for solving the model for accuracy and reasonable computation
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Figure 3.8: AM demodulations simulations for resonance carrier frequency at 219 kHz
demand. Figure 3.9 captures three system responses to the three different damping coef-
ficients: heavily over-damped, OD (ζ=100); over-damped (ζ=10); and critically-damped,
CD, (ζ=1). The paddle structure responds to the electrostatic actuation enabled by RLC
resonance circuit in bottom left side of Figure 3.8. Starting at the critically damped case
a small distortion appears at each maximum peaks. When the mechanical damping factor
is decreased to below 1, whether ζ is 0.1 or 0.01, the same distorted-top characteristics
were observed. Figure 3.10 shows a displacement curve at three damping coefficients with
a carrier frequency of 219 kHz. The lower damping coefficient (i.e ζ is less than 0.5) at this
frequency displays the same response as the under-damped case where ζ is 0.5. Figure 3.11
is simulated with exactly the same parameters except that the inductance value has been
changed to 680 µH from the previous simulations. The following is the damping response
of the MEMS demodulator displacement with a carrier frequency of 693 kHz at Q=50 and
Q=500. Often a RF MEMS such as a resonator desires a high Q value since the selectivity






























Displacement response plot for various damping coefficients 














































Figure 3.11: Displacement graph to damping coefficient ζ=0.01 and ζ=0.001 at 693 kHz
Figure 3.12: Displacement response to damping coefficient ζ=0.001 (Q=500) at 693 kHz
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ulator works better with low Q values (0.5 10). When the frequency response less sharp
at the resonance, there are more room (thus more operable bandwidth) is available for the
demodulation. A reasonable mechanical stiffness will provide a cleaner signal than will a
severely under damped micro-plate that would be too sensitive to external forces. Since
the nature of the baseband signal ranges anywhere between 20 Hz to 20 kHz, the mechan-
ical resonance of the electrostatic actuator must be higher than 20 kHz as one of design
criteria. Also, a minimum input signal level is required to drive the RLC resonance circuit.
Although supplying half of the pull-in voltage is a good place to start, a precise value of
minimum input has not yet been determined since the simulation model is an ideal case.
Figure 3.11 shows two under-damped systems. When the damping coefficient is reduced
to one thousandth, it takes extra periods to reach a clean demodulated signal, as shown in
Figure 3.12. The results FM demodulation simulations and experimental demonstration
are shown in Section 3.4.2.
3.4.2 Simulation of FM Demodulation
The same device is used for FM demodulation. Since exactly the same micro paddle
structure will be used to conduct FM demodulations, similar results are expected. Current
simulations using the same value of inductor gives a carrier frequency that is too close
to the electrical resonance. Thus, an inductor with a smaller value will be used in the
future for both simulations and experiments. The input signal is sine wave 1.8 volts peak-
to-peak. The actuation voltage ranges between -2 volts to + 2 volts. The displacement
ranges between 6.5 ×10−5m to 7.25×10−5m. The demodulated signal ranges from 0.05 mV
to 0.55 mV. Further analysis and optimization will be useful to find out characteristics of
FM demodulations. This simulation result is to show that it is possible to conduct FM
demodulations using exactly the same paddle structure as an FM demodulators. A desired




Identical to the paddle structure  model used 




Figure 3.13: FM Demodulations Simulations
the value of off-the-shelf inductor is, the lower the natural frequency of the resonance circuit
will be.
3.4.3 Simulation of Digital Demodulation
Numerical simulation for ASK and FSK demodulation is presented in the following. First, a
random on-off, ones and zeros, digital signal is generated. For ASK modulation scheme, one
is multiplied at electrical resonance, and so are zeros. The modulated signal show filled-box-
like shape for signal represented by ± 1 Volts, and a flat-line for zero. Current applied to
the resonance circuit that includes the parallel plate follows the shape of modulated signal
input. The amplified voltage at approximately ± 10 Volts actuates the parallel micro-
plate. In numerical simulation the demodulated signal is a square root of the calculated
displacement, x. Details are already shown in Figure 3.6 which is same as what is on the
left side of Figure 3.14. The paddle type parallel micro-plate ASK Simulations result in
49
Figure 3.14: ASK Demodulations Simulations
Figure 3.15: Paddle Type Parallel Micro-Plate ASK Simulations Results Zoomed Up view.
the right side of Figure 3.14 have corresponding dotted lines across the figure indicating
the location of corresponding probing points to the simulations result on the left. The
zoomed up version of the same ASK simulations results is recaptured in Figure 3.15. FSK
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Figure 3.16: Paddle Type Parallel Micro-Plate FSK Simulations Results Zoomed Up view.
modulation scheme is used in place of the input signal in Figure 3.16 that shows zoomed
up version similar to the ASK simulations results. What is worth noting is the modulated
signal now shows similar filled-box-like shape for signal represented by ± 1 Volts, and a




This chapter contains AM/FM ASK/FSK demodulation hardware experiment results and
numerical experiment results for both type I paddle actuator and type II plate actuator.
4.1 Experiment Setup
A resonant drive circuit in [37] and a phase detector circuit were designed, built, and pro-
vided for these MEMS demodulation experiment. The testing results validate the circuits
for the future experimental opportunities and applications for other purposes which are
not scope of this thesis. However, for clarity and understanding, the architecture and
functionalities of the circuits are explained in the following sections.
4.1.1 Resonant Drive Circuit
Both the two types of electrostatic actuators’ varying capacitance is an essential part of
the resonant drive circuit. Figure 4.1 represents a MEMS Demodulator resonant driving
circuit. A signal with high impedance coming in to the input terminal is buffered by an
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Figure 4.1: MEMS demodulator actuation driving circuit
operational amplifier (OpAmp) (LM78L05) in the first stage. This OpAmp works as a
voltage follower, where the R1 and R2 have the same value. The output of the buffer is
measured at a test point labeled CH1. R3 and R4 are resistors for a voltage divider that
allows measurement of the applied voltage at a comparison point labeled S1, also known as
an input voltage. R6 and R8 are balance-input resistors for the input of an instrumentation
amplifier for current sensing (1NA217). This senses a current passing through R5, which
is in range of hundreds ohms, gives a tiny voltage drop. R7 dictates the gain measured
at the comparison point labeled S2. The output of this OpAmp is connected to the LC
resonance circuit. The capacitance is created by the MEMS parallel plate, the paddle
structure, in our case. Resistors R9 and R10 are voltage divider that goes through buffer
which prevents high through rate oscillation that may occur due to the current input to
the negative channel of the OpAmp (LM78L05). The actuation voltage is measured at a
test point labeled CH2, which is also a measurement point labeled S3.
An initial capacitance of a micro-plate with an air gap ranging from 0.75 µm to 2.75
µm is less than 100 fF , and the ratio between the parasitic capacitance ranges from 10
to 100. Thus, for choosing the resonance frequency, f◦, which is a carrier frequency in
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Table 4.1: Carrier frequency at resonance and choices of inductors based on the total
capacitance value
L Ctot fo
22 mH 1 pF 1.07 MHz
10 mH 2 pF 1.125 MHz
100 nH 1 pF 503 MHz
10 nH 1 pF 1.590 GHz
this MEMS demodulator case, the value of the inductance, L, is chosen among available
standard components and based on the expected total capacitance, Ctot, as shown in Table
4.1.
4.1.2 Phase Difference Detection Circuit
Phase difference detection circuit is explained in this section. There are numerous off-
the-shelf phase detectors in the market. However, for the specific need of comparing the
modulated input voltage and modulated actuation voltage by counting the zero-crossing
of each test point and comparing with a phase comparator, phase detection architecture is
envisioned as shown in Figure 4.2. This phase comparator circuit was originally developed
for full-range displacement sensing for chaotic controller by Park in [3]. In order to realize
a fully functioning, portable, stand-alone, MEMS demodulation device, this part of circuit
is added to the MEMS demodulator circuit instead of relying on the optical sensing using
external device such as a vibrometer. The block diagram in Figure 4.2 shows how phase
difference between the modulated actuation voltage and the modulated input voltage is
measured. Detailed circuit schematics of a zero-crossing detector is shown in Figure 4.3.
A zero-crossing detector is employed to detect the FM modulation. A high speed com-
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Figure 4.2: Block diagram of Phase Detector that measures the phase difference between
input voltage and actuation voltage
 
Figure 4.3: Zero crossing voltage phase comparator
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Figure 4.4: Validation of Displacement Comparing Vibrometer Displacement Decoder Mea-
surement to Detection Using Phase Detector Captured in Oscilloscope
parator (MAX907) and a phase locked loop(PLL) with a voltage control oscillator (VCO)
(HC4046A) in Figure 4.3 compares signal from the input voltage from measurement point
S1, and the actuation voltage from the measurement point S3. The phase difference of
current is also measured at the test point labeled CH3. Phase changes in current is also
measured in a similar manner.
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4.2 Validation of the Displacement Sensor
Figure 4.4 is superimposed screen captures of displacement measurement for MEMS de-
modulation with a baseband frequency of 1 kHz with 300 mV peak-to-peak input voltage
for 360 kHz FM carrier frequency with a 12 kHz frequency deviation provided by a func-
tion generator. An oscilloscope screen capture in dark background is superimposed on
the vibrometer’s screen capture. The top left and top centre are signals from the out-
put channel on the OFV 5000 Polytec vibrometer controller’s displacement decoder. Top
right wave is an oscilloscope screen capture of a signal from a phase detector circuit. As
clearly shown in Figure 4.4, the superimposed displacement measurement is coherent. For
example, 23.45 mVpp on the oscilloscope is 40 nm since these signals are split from the
same output. 0.913Vpp from the phase detector circuit probing point measured on the
oscilloscope corresponds to the 40 nm displacement. Thus all the demodulation test re-
sults, displacement detection is conducted with the phase detector circuit as part of a fully
functioning overall MEMS demodulator device. The presentation mode of the vibrometer
allows users to conduct post-experiment analysis, as shown in Figure 4.6. The top frame in
the figure shows a picture of the micro-actuator just before pull-in at the location marked
by a red vertical line on the centre of the bottom frame. We note that, in agreement with
our assumptions, the suspension beams deform while the center micro-plate remains rigid.
The bottom frame shows the displacement time-history of a point on the micro-plate as
the actuator is excited by a signal.
4.3 Analog Demodulation Hardware Experiment
Both AM and FM demodulation were tested with electrostatic MEMS demodulator. The
first sets of AM demodulation test were conducted to find out the minimum detectable







Figure 4.5: Vibrometer MEMS demodulation experiment setup photo
Figure 4.6: A paddle actuator transitioning to pull-in
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Table 4.2: Vibrometer MEMS demodulation experiment data summary
Figure Modulated Applied Voltage Applied Displacement Baseband
Number AM Signal Frequency Across Actuator for Demodulation Frequency
Fig 4.7 159mV 143kHz 6.28V 32.1mV 112Hz
Fig 4.8 211mV 126kHz 2.85V 20.8mV NotMeasurable
Fig 4.9 161mV 138kHz 6.29V 35mV 206Hz
Fig 4.10 161.5mV 137kHz 6.29V 31mV 103Hz
Fig 4.11 160.5mV 137kHz 6.20V 29.7mV 195Hz
Fig 4.12 218mV 122kHz 8.36V 56.9mV 55Hz
which is slightly off the resonance and to detect different baseband frequency.
4.3.1 AM Demodulation
Table 4.2 summarizes Figures from 4.7 to 4.12. Experiments were conducted on the
micro-actuator. The natural frequency of the actuator was calculated from the data in
Table 3.1 as fm = 88.47kHz. The natural frequency of the resonant drive circuit was
set to fe = 138kHz. The micro-plate displacement, representing square of the baseband
signal, was captured and recorded using the PolytechTM scanning vibrometer setup shown
in Figure 4.5. The results of AM demodulation tests are shown as screen shots of digital
oscilloscope in Figures 4.7 to 4.12. In each figure, the AM signal is shown in the top frame
in yellow, the actuation voltage applied to the MEMS demodulator is shown in the middle
frame in green, and the demodulated signal, the displacement of the micro-plate, is shown
in the bottom frame in blue which is set at 2µm/V.
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Figure 4.7: Oscilloscope screen capture for s1
s1(t) = a1 cos(2πf1) (4.1)
where a1 = 48.5mV and f1 = 111.9Hz mixed with an AM carrier frequency of fc =
137.7kHz. The RMS of the AM modulated signal is 47.3 mV. The RMS of the actuation
signal is 1410 mV. The frequency is set not at resonance on purpose. The displacement
109.1 mV RMS is translated to measured displacement of 307 nm which is way above noise
level providing a significantly distinguishable baseband signal as expected at the resonance.
s2(t) = a2 cos(2πf2) (4.2)
where a2 = 67mV and f2 = 200Hz mixed with an AM carrier frequency of fc = 127kHz.
The RMS of the AM modulated signal is 47.3 mV. The RMS of the actuation signal is
559mV achieving only 21dB gain. All conditions are same as the Figure 4.11 except the
carrier frequency is set not at resonance on purpose. The displacement 4.3 mV RMS is
translated to measured displacement of 12.1 nm which is close to noise level providing no
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Figure 4.8: Oscilloscope screen capture for s2
significantly distinguishable baseband signal as expected at the off resonance.
s3(t) = a3 cos(2πf3) (4.3)
where a3 = 48.6mV and f3 = 206Hz mixed with an AM carrier frequency of fc = 138kHz.
The RMS of the AM modulated signal is 34.4 mV. The RMS of the actuation signal is
1.4V achieving 32dB gain. 10.9 mV RMS is translated to measured displacement of 30.8
nm.
s4(t) = a4 cos(2πf4) (4.4)
where a4 = 48.6mV and f4 = 103.5Hz mixed with an AM carrier frequency of fc = 126kHz.
The RMS of the AM modulated signal is 31.6 mV. The RMS of the actuation signal is
1.4V achieving 32dB gain and 10.1 mV RMS is translated to measured displacement of
28.6 nm.
s5(t) = a5 cos(2πf5) (4.5)
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Figure 4.9: Oscilloscope screen capture for s3
 
Figure 4.10: Oscilloscope screen capture for s4
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Figure 4.11: Oscilloscope screen capture for s5
where a5 = 48.6mV and f5 = 196Hz mixed with an AM carrier frequency of fc = 137kHz.
The RMS of the AM modulated signal is 34.4 mV. The RMS of the actuation signal is
1.4V achieving 32dB gain and 10.1 mV RMS is translated to measured displacement of
28.6 nm.
s6(t) = a6 cos(2πf6) (4.6)
where a6 = 68mV and f6 = 55.6Hz mixed with an AM carrier frequency of fc = 122kHz.
The RMS of the AM modulated signal is 48.1 mV. Since the carrier frequency in this
case approaches the resonant drive circuit natural frequency fc → fe, the 1.92V actua-
tion signal achieves 32 dB gain. 18.7 mV RMS is translated to measured displacement
of 52.9 nm. In both cases, the baseband signal is successfully recovered using the MEMS
demodulator. A series of Figures in section 4.3.1 shows screen captures of an oscilloscope
for AM demodulations in action: different magnitudes of input voltages; different carrier
frequencies (one that is not at resonance); and different baseband frequencies. The yellow
channel 1 line is the modulated signal going into the resonance circuit, the green channel
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Figure 4.12: Oscilloscope screen capture for s6
2 line is the actuation voltage seen by the micro-plate capacitor, and the blue channel 4
line is displacement of the micro-plate detected by the vibrometer’s displacement sensor.
For the preliminary AM demodulation test, we know that the maximum actuation voltage
should be smaller than the pull-in voltage, which is calculated to be around 7 volts from
the analytical solutions in Figure 3.5. Before connecting the output actuation voltage to
the micro-structure, conducting a frequency sweep to tabulate a frequency response curve
is recommended. At electrical resonance, 217 kHz for the wire-bonded beam number 12,
it is important to start with low input voltage at low frequency, i.e., 10 Hz, which is much
smaller than that of the mechanical resonance frequency, 85 kHz. Once the micro-plate
touches the bottom electrode, the plates may stick together permanently. It is important to
understand that the electrical resonance frequency is for a carrier frequency that is gener-
ated by the RLC circuit, and the mechanical resonance frequency is when the displacement
of the mechanical system is amplified the most. Table 4.3 shows a frequency sweep exam-
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Table 4.3: Frequency sweep to find mechanical resonance frequency and gains
Frequency [kHz] Input voltage [mV] Output Voltage [mV] Gain Gain [dB]
10 100 100 1 0
100 112 144 1.286 2.18
110 108 200 1.852 5.35
150 108 576 5.333 14.5
200 118 1080 9.153 19.2
215 100 2080 20.8 26.4
219 84 3120 37.14 31.4
220 84 3000 35.71 31.1
221 88 2800 31.82 30.1
230 108 1000 9.26 19.3
ple recorded during the experiment. The bold-ed number is for the resonance frequency.
Our RLC-driven electrostatic actuated MEMS demodulator requires less than 100 mV to
provide over 3 volts actuation voltage, which is supplied to the MEMS paddle actuator
by taking advantage of amplifications of 37 times the input voltage at its resonance. At 3
volts, according to Figure 3.5, the corresponding displacement is 0.03g◦, where the initial
gap is measured experimentally as g◦1.14 µm for the paddle actuator. There is room for
increasing the input voltage to produce larger displacement, and thus a cleaner signal.
Type I MEMS AM demodulation result corresponding to signal at 500 Hz and 1 kHz
are shown in Figure 4.13. The modulated signal’s carrier frequency, fc, is set at 355 kHz
with 526mVpp. The actuation voltage is 11.48mVpp. Type II MEMS AM demodulation
results ranging from 100 Hz to 1 kHz are shown in Figure 4.15, 4.16, and 4.17. Selected


















gain =   21.8 
        = ~26.8 dB 
40~60 nm 

















gain =   21.5 
        = ~26.6 dB 
40~60 nm 
Figure 4.14: Type I MEMS AM demodulation result at 1 kHz
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Figure 4.15: Type II MEMS AM demodulation result at 100 Hz
Figure 4.16: Type II MEMS AM demodulation result at 500 Hz
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Figure 4.17: Type II MEMS AM demodulation result at 1 kHz



















gain =   18.9 
        = ~25.5 dB 
40~60 nm 
Figure 4.18: Type I MEMS FM demodulation with ∆f of 5 kHz
4.3.2 FM Demodulation
The same baseband signal will be applied and mixed via a function generator capable of
FM mixing. Optical detection of the displacement will provide data for a demodulated
signal, which is the square root of the displacement. The BK 4086 AWG function generator
is capable of FM modulation to produce an FM up to 20 MHz. It is not like an FM radio
frequency but will be sufficient to conduct proof of concept experiments. Exactly the same
micro-plate, Type I, MEMS electrostatic actuator that is used for AM demodulation is
used for FM demodulation. Figure 4.18 shows results for the same 1 kHz baseband signal
at 365 kHz with 10 kHz frequency deviation, ∆f, and Figure 4.19 shows results for 1 kHz
baseband signal at 360 kHz with 5kHz frequency deviation. The electrical resonance is
at 355 kHz for both, and the gain is around 25 dB. The frequency deviation, ∆f, affects
the modulation index, h, h=∆f/fm, where fm is highest frequency component [25]. Thus



















gain =   18.1 
        = ~25.1 dB 
40~60 nm 
Figure 4.19: Type I MEMS FM demodulation with ∆f of 10 kHz
0.0139 and 0.0274 respectively. These are a lot smaller than than one, thus the FM is
narrow band system. According to Carson’s rule [5], most of the power lies with in the
bandwidth determined by twice of sum of the ∆f and fm. The larger the bandwidth the
more immune to noise. Sharper the signal the more useful range of envelop there exists for
the demodulator to distinguish the baseband signal.
Type II MEMS FM demodulation results ranging from 100Hz to 1kHz are shown in
Figure 4.20, Figure 4.21, and Figure 4.22. All these results are showing the principle of the
electrostatic MEMS actuator functioning as a demodulator when the device is implemented
using the proposed MEMS demodulation architecture. Even for the baseband frequency,
that were clearly detected as the measured displacement both by the vibrometer and by
the phase detector circuit. The input voltage was around one volts peak-to-peak but after
the resonance circuit where the micro-plate is part of the circuit component, the actuation
voltage is amplified to 5.1 volts peak-to-peak with gain of five fold which is approximately
70


















gain =   4.9 
        = ~13.7 dB 
40~60 nm 
Figure 4.20: Type II MEMS FM demodulation at 100 Hz with ∆f of 12 kHz


















gain =   5.1 
        = ~14.1 dB 
40~60 nm 
Figure 4.21: Type II MEMS FM demodulation at 500 Hz with ∆f of 12 kHz
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gain =   5.1 
        = ~15.1 dB 
40~60 nm 
Figure 4.22: Type II MEMS FM demodulation at 1K Hz with ∆f of 12 kHz
15.1 dB. The displacement is between 40 to 60 nm. Oscilloscope captures screen shot of the
measurement data as shown in Figure 4.19. The modulated signal for FM contains higher
frequency than that of the baseband signal thus the green line appears to be solid. However
as soon as the actuation voltage is measured, the actual baseband signal is proportional to
square root of the blue line at the bottom which is labeled as measured displacement of the
MEMS electrostatic plate. Since we now know how the modulated signal appears to be at
the low frequency display mode, in Figure 4.20 and there after, the channel is connected
to the displacement measurement circuit using the phase detection method. Trends of
the displacement signal shapes are quite close to each other for both method. The phase
detector circuit is less pron to the the noise level.
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4.4 Digital Demodulation Hardware Experiment
This section shows experimental results for our MEMS digital demodulator. ASK and
FSK modulation schemes from a function generator is applied to the physically identical
MEMS electrostatic actuator for digital demodulations. Nature of the vibrometer requires
moving (vibrating) target to measure the displacement taking advantage of the Doppler’s
effect. For the digital demodulation experiment, vibrometer was not able to detect the
on-off state of the plate. Essentially, the digital modulation is based on applying the
actuation voltage for a certain period of time. Thus the micro-plate acts like a switch
without actually making contact with the bottom electrode. Applied baseband signal is
zero to five volts for both ASK and FSK. Again, exactly the same actuator was used for
both types of modulation schemes.
sb(t) = ab cos(2πfb) + Vdc (4.7)
Where the baseband signal sb(t) is expressed by fb = 100Hz, DC offset voltage, Vdc = 2.5
volts, and amplitude of the baseband, ab = 2.5.
4.4.1 ASK Demodulation
For type I actuator,
sc(t) = ac cos(2πfc) (4.8)
The carrier signal, sc consists of peak-to-peak input voltage of ac = 658mVpp, at the carrier
frequency, fc = 355kHz which is electrical resonance of the electrostatic actuator. The
applied voltage is only 2.143Vpp thus the gain is only two fold of 6 dB. When the baseband
signal frequency is low (i.e. 100 Hz) the measured displacement takes more square shape
following the actual baseband signal. However when the baseband frequency is increased
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Figure 4.23: Type I MEMS ASK demodulation result at 100 Hz
actuation voltage shows rectangular like shape with sharp rises, the displacement can be
characterized as a typical RC time delay behavior. Thus for the digital demodulation the
MEMS electrostatic actuator will be more suitable for lower frequency. Determining the
dynamic range of the useful spectrum by further investigation will be useful but for now, the
phase detector is capable of detecting the baseband signal despite of the slight distortion
to the shape of the detected signal. Figure 4.23 shows ASK MEMS digital demodulation
results operating at 355 kHz when a baseband frequency of 100 Hz is applied. Although
the gain is only about 6 dB, the phase detector clearly detects the 100 Hz demodulated
signal. Figure 4.24 shows ASK MEMS digital demodulation results operating at 355 kHz
when a baseband frequency of 500 Hz is applied. The gain is about 6 dB. Although
the measured displacement starts to distorts a little bit due the phase detector clearly
detects the 500 Hz demodulated signal. Similarly, Figure 4.25 shows ASK MEMS digital
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Figure 4.25: Type I MEMS ASK demodulation result at 1 kHz
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Figure 4.26: Type II MEMS ASK demodulation result at 500Hz
The gain is about 6 dB. Although the measured displacement by phase detector is further
distorted, the oscilloscope captures the 1 KHz demodulated signal that the phase detector
has detected. Micro-plate 04 is the type II MEMS actuators. Its ASK demodulation
results of 500Hz and 1kHz are shown in Figure 4.26 and Figure 4.27. Compare to the type
I MEMS ASK demodulation, the gain is significantly higher by 17.4 dB. The sole purpose
of testing type II is to prove that the demodulation architecture using MEMS electrostatic
actuator as demodulator works for various types of electrostatic actuator. Thus detailed
characterization, analysis, and optimization are not pursued for this sets of experiment.
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Figure 4.27: Type II MEMS ASK demodulation result at 1KHz
4.4.2 FSK Demodulation
Figure 4.28 shows FSK MEMS digital demodulation results operating at 355 kHz and 155
kHz when a baseband frequency of 100 Hz is applied. Although the gain is only about
12 dB, the phase detector clearly detects the 100 Hz demodulated signal. Figure 4.29
shows FSK MEMS digital demodulation results operating at 355 kHz and 155 kHz when a
baseband frequency of 500 Hz is applied. The gain is about 12 dB. Although the measured
displacement starts to distorts a little bit due the phase detector again it clearly detects the
500 Hz demodulated signal. Similarly, Figure 4.30 shows FSK MEMS digital demodulation
results operating at 355 kHz and 155 kHz when a baseband frequency of 1 KHz is applied.
The gain is about 12 dB. Although the measured displacement by a phase detector is further
distorted, the oscilloscope captures the 1 KHz demodulated signal what the phase detector
has detected. Type II MEMS FSK, labeled Micro-plate 04 FSK, and its demodulation
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Figure 4.28: Type I MEMS FSK demodulation result at 100 Hz
the the frequency difference is only 100 kHz apart for type I, the actuation voltage at zero
is not quite zero. However for the type II, the difference between the two signal is 339.9
kHz. Thus the actuation voltage at the electrical resonance 340 kHz is at the maximum
achieving the gain on 23.5dB while at zero almost no actuation voltage is applied to the
micro-plate. The wavy green lines are artifact from the digital oscilloscope due to its
own sampling limitation, but assume the wavy lines are flat at zero. Again, at 1 kHz
the measured displacement shows similar characteristic as what was observed in ASK
experimental results. Also the overall results show similar trend of the flat top following
the baseband signal more closely at lower frequency. MEMS demodulator may not be the
most ideal and optimal case for the FSK, but the studied MEMS demodulator architecture
works for all modulation schemes tested. The standalone fully functioning device were
able to recover the baseband signal under any of these (AM FM ASK FSK) modulations
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Figure 4.30: Type I MEMS FSK demodulation result at 1 kHz
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Figure 4.31: Type II MEMS FSK demodulation result at 500Hz
Figure 4.32: Type II MEMS FSK demodulation result at 1KHz
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y = -8E-09x4 + 9E-06x3 - 0.0034x2 + 0.4515x 
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Figure 4.33: Type II Plate Actuator Frequency Response Curve using Velocity Dectotor
4.5 MEMS Demodulation Limitation
Limitation of MEMS Demodulation is described in this section. Analysis is carried out to
find the natural frequency based on the experimental results. Figure 4.33 is collection of
FFT data during a frequency sweep. The graph peak at 142.5 kHz although the fourth
order curve fitting graph suggests the peak around 100 kHz. The plate actuator’s velocity is
measured in µm per seconds. The main purpose of the test is to find the natural frequency
of the plate used for demodulation experiment. Vibrometer’s displacement decoder DD200
is limited to detecting 25 kHz the maximum. Thus the vibrometer’s velocity decoder VD-
02 is used for the measurement. VD-02 is capable of measuring 5mm/s/V up to the band
width of 250 kHz. For the type II, the centre mechanical resonance was near 140 based on
finding the peak value by eyeballing. For this particular electrostatic actuator, the upper
limit of the baseband signal can be set at one-third of the peak at 30 to 40 kHz which is




The first chapter provided analytical model for a MEMS paddle structure electrostatic ac-
tuator. The normalized displacement and the normalized voltage curve plot in Figure 3.4
allows numerical simulations for similar micro paddle structures. Table (3.1) and (3.2)
contain every single parameters that are required to build the numerical model to exploit
the proposed electrostatic MEMS demodulator’s ability to double as an AM demodulator
and an FM demodulator as well as ASK and FSK digital demodulators that can be used in
a single receiver. The dynamic range of the device and its limitations need to be identified.
The component should be compatible with existing receivers. Although initially only the
baseband frequency of 100 Hz and 200 Hz were presented experimentally, nonetheless the
MEMS demodulator has successfully extracted the two specific baseband frequency. As
long as the baseband frequency’s range is less than the natural frequency of the actuator
MEMS electrostatic actuator based demodulation architecture works. Numerical simula-
tions and experiment showed that the shape of the displacement signal follows the envelope
of the modulated signal input. Total capacitance changes as the displacement changes when
the modulated signal is applied. The electrical resonant frequency depends on resistance
and inductance thus it does not move away from the predefined carrier frequency. The
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mechanical response to the modulated signal consisting of two frequency components tend
to follow the slower motion (thus low frequency); but the modulated signal input is not
capable of following the high frequency that is beyond the natural frequency of the elec-
trostatic actuator. Thus, the displacement follows the envelop of the modulated signal.
For now, the displacement is measured optically by vibrometer and by a fully functioning
demodulator device. This MEMS demodulator not only replaces the current demodula-
tors composed of mixers and oscillators for downconverting input signals, and but also
filters out high electrical frequency noise. The physical displacement of the micro-plate is
represented in terms of voltage output that can be further process by square-rooting to
extract true baseband signal by measuring the phase difference near the electrical resonant.
MEMS FM demodulator can be used in a single receiver. Numerical experiment showed
that the actuation voltage stays constant without drastic decay. Towards that end, the
dynamic range of the device and its limitations need to be identified in detail. The MEMS
demodulator is compatible with existing receivers. Different types of micro-actuators have
their unique characteristics. Further simulations and experiments are planned to optimize
the dimensions of the micro-actuator to the point where it will run at the target carrier
frequencies of actual radio stations, such as 680 kHz or 1440 kHz.
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